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DescriptionDescriptionDescriptionDescription  

Always be up to date! This is exactly what 
the DIGIMIC Peripheral Unit (DPU) N2 
offers your conference topics. Thanks to 
new, faster hardware, data is transmitted 
in the shortest possible time.   

 

With the DIGIMIC DPU N2 you can 
expand any station of the DIGIMIC lean+ 
series to a multimedia conference 
terminal. The DPU N2 is a compact 
interface box that connects the delegate 
unit with the delegate app from Brähler. 
Almost any touchscreen monitor can be 
connected to the DPU. 

 

The Delegate App, based on brählerOS, 
offers delegates all the information they 
need about your event: In addition to the 
interactive agenda, pictures of the 
speakers, conference documents, 
delegate database with contact infor-
mation and many other options keep your 
audience up to date. The design and 
selection of the functions can be adapted 
to the respective needs. In addition to all 
other information, your company logo and 
name can also be displayed in the app. In 
addition, banner advertising can be 
displayed for speakers and agenda items. 
 

In addition the DPU N2 can be ordered 
with the Conference Operator software to 
turn any touch screen into a control panel 
to control the conference process. 

FeaturesFeaturesFeaturesFeatures    
 Integrated ARM Quad-Core CPU 
 4 GByte RAM 
 Video output/resolution: HDMI 2.0  
Full HD 

 Fanless design, absolutely quiet operation 
 
ConnectionsConnectionsConnectionsConnections    

 4x USB (touch functionality, keyboard,  
mouse etc.) 

 HDMI Type A (video signal) 
 RJ45 Ethernet 1 GBit/s 
 3.5mm stereo jack 
 12 V DC/2A Power Jack 
 
InterfacesInterfacesInterfacesInterfaces    

 Video interface: HDMI 
 Touch functionality: USB 
 
Software optionsSoftware optionsSoftware optionsSoftware options    

 DPU N2 preinstalled with  
Delegate’s Conference App 
Article no.: 05.0451.DA 
 

 DPU N2 preinstalled with  
Conference Operator App 
Article no.: 05.0451.CO 

SystemSystemSystemSystem    requirementsrequirementsrequirementsrequirements    

Power SupplyPower SupplyPower SupplyPower Supply    (required)(required)(required)(required)    
 External power supply 12V, 2A 
Article no.: 19.0905 

    
SystemSystemSystemSystem    ssssoftwareoftwareoftwareoftware    
 Requires either Single Conference 
License,  
Article-No.: OS.0100 or 

 Multi Conference License,  
Article no.: OS.1000 

 
brählerOS sbrählerOS sbrählerOS sbrählerOS server erver erver erver requirementsrequirementsrequirementsrequirements    
 Windows 10 / 64 Bit 1 
 Processor: Intel i3 or better 
 RAM: minimum 8 GB 
 Free disk space: System: minimum 500 
MB / plus according disk space for data 

 Network connectivity: at least 1 Gb/s 
 
 
Supported Supported Supported Supported CCCCentral entral entral entral CCCControl ontrol ontrol ontrol UnitsUnitsUnitsUnits    
 DCen (8 audio channels) 
Article no.: 05.0010 

 DCen32 (32 audio channels) 
Article no.: 05.0050 
 

 
LanguageLanguageLanguageLanguage    
English, German, French, Russian, Arabic, 
Mandarin, Korean, … 
 

 

 

 

 

 

 

 


