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DIGIMIC CSX4 

Channel selector control unit 
Article no.: 05.0070 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Description 

The DIGIMIC CSX4 channel selector control unit connects the DIGIMIC CS channel selectors to the DIGIMIC system. This allows 
your conference participants to choose from 32 language channels (original and 31 languages) and receive them optimally. 
 
Up to 160 DIGIMIC CS units can be connected to a central unit via four outputs, providing you with a compact and cost-effective 
solution for your conference. Several CSX4 units can be connected in series, allowing for a virtually infinite number of units to be 
combined. A cable length of up to 100 m is possible between the central unit and the individual units. 
 
The DIGIMIC CSX4 operates with the highest level of security. Separate power supplies for the individual outputs virtually 
eliminate the possibility of a complete system failure. In addition, LEDs on the front panel indicate possible errors, allowing them 
to be quickly identified and rectified. 
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Technical data  

Features 
 Four independent line outputs 
 Redundancy through four independent power supplies 
 LEDs for each output 
 Green: Power 
 Yellow: Connect 
 Red: Error 
 Red:  Mute 

 
Audio Properties 

 High-quality digital audio signal 
 Sampling rate: 48 kHz 
 Frequency response: 20-20,000 Hz 
 Original + 31 language channels 
 
Connections 

 2x RJ45 DIGIMIC BUS 
 4x channel selector 
 
Housing 
 Front panel: painted aluminum 
 Housing: Bare aluminum 
 Size: 19", 2U 
 Weight: approx. 4 kg 
 Mains voltage: 90-240 V 

 

System components 

Required system control unit 
 DCen MkII 

Article no.: 05.0055 
 
Additional components 
 DIGIMIC CS (required) 

Article no.: 05.0270 
 DDol MkII 

Article no.: 05.0760 
 DDol2x 

Article no.: 05.0765 
 DLine MkII 

Article no.: 05.0066 
 DExt 

Article no.: 05.0025 
 Microphone units from the CMic, ECMic, and SMic series 

 
Software 
DIGIMIC software or brählerOS conference software for 
network-based control of all DIGIMIC system components. 
Easy configuration of all delegate units from a central location. 
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System example 
 
 
 


